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WATER TROUGHS Assodiate

Serving the rural sector since 1965. Our troughs are constructed of precast rein-
forced concrete. We carry a full range of circular and oblong water troughs in dif-
ferent sizes. Also now available our built in ball cock protectors with lid for 900l a
1800l cattle troughs

Circular Water Trough Dimensions

450 Litre 1.2m 450mm
540 Litre 1.3m 400mm
900 Litre 1.5m 600mm
1,350 Litre 1.9m 600mm
1,800 Litre 2.170 m 600mm

580 Litre with built in ballcock cover 2.320m 700mm 480mm

1100 Litre 2.270m  1.250m  580mm
FEED TROUGHS

Manufacturers of a range of durable pre cast concrete feed troughs suitable for many forms
of supplement feeding.

Standard Open Ended Feed Trough

This is an open ended interlocking trough, when
joined together will form a very durable
continuous channel. Pre cast ends can be glued
into the troughs wherever required by the
customer. Stock can feed from both sides of this
trough. Each trough feeds approx 6-7 cows.

Slim Line Feed Trough

This is a continuous open ended feed trough
with one high side that acts as a fence & one low
side that stock feed from. Slim line feed troughs
are ideal for placing on the edge of feed pads
and raceways to save money on fencing and can
also reduce the overall width of feed pads,
saving the customer money. Each trough feeds
approx 5-6 cows.
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Feed Trough

Dimensions

Slim line A* 740mm 1.1m 720mm - 340mm
- e _ Ph: (09) 435 2412
bl L St Fax: (09) 435 2432
Standard Open

Ended Feed  2.4m 1.3m - - 620mm 390mm E: david@duracrete.co.nz
Trough www.duracrete.co.nz

*Slim line A: Designed to integrate into feed pad or race.

*Slim line B: Designed to sit on top of existing concrete.
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